
MAIN FEATURES

TECHNICAL SPECIFICATIONS

JUBARIS BEAM 551
SPL-MHL-551 IP

COLOR SYSTEM
Color wheel: 14 static colors +open

ELECTRICAL
Input power: AC100-240V

Power frequency: 50/60Hz

Power: 530W

ELECTRONICS
Linear dimming: 0-100% Linear Dimmer
Strobe: 1-25Hz

CONTROL
DMX channels: 16/20CH

DMX connector: IP65 3-Pin XLR input /output with 

integrated cable  or Ip65 5-Pin input/output

Power connector: IP65 Tru1 input /output with 

Control mode:DMX/Master-Slave/Auto/Sound

Pan: 540º, 16 bits scanning

Tilt: 270º, 16 bits scanning

LCD color display with 4 buttons

DYNAMIC EFFECTS
Prism1: 8-facet +16-facet rotating

Prism2: 16 facet rotating prism

Gobo:17 static gobos+open

Color:14 colors+open, split color, rainbow,frost

PHOTOMETRICS DIAGRAM

(Lux) 850000 450000 240000

1.4°

TECHNICAL DRAWINGS

1. 420W Ushio lamp with Ø200mm optical lens

2. 1.4ºbeam angle and intensity 450,000LUX at 15m

3. IP65 and die-cast aluminum housing for outdoor use

4. Motorized focus, frost, split color, rainbow effect

5. 2 prisms+1 gobo wheel+1 color wheel+1 rainbow wheel

6. Auto high temperature protection for lamp

LIGHT SOURCE
Source:420w Lamp

Average lifespan: 3000 hours

PHYSICAL
IP Rating:IP65

Dimensions:445x280x730mm/17.5*11*28.74in

Weight:30.5kg/67.24lb

Housing color: black

Working ambient temp.:-10℃ to 40℃ (-14℉ to 104℉)OPTICS
Beam Angle:1.4°

Distance 10m/393.7in 15m/591in 20m/787.4in

Color Wheel

Rainbow Effect 

Static Gobo
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integrated cable or Ip65 Tru1 input/output

Lauren Summers

Lauren Summers

Lauren Summers

Lauren Summers
IP65 420W 21R Beam 
Moving Head Light
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